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Abstract

Debris-flow volumes can increase along their flow path by entraining sediment

stored in the channel bed and banks, thus also increasing hazard potential. Theoreti-

cal considerations, laboratory experiments and field investigations all indicate that

the saturation conditions of the sediment along the flow path can greatly influence

the amount of sediment entrained. However, this process is usually not considered

for practical applications. This study aims to close this gap by combining runout and

hydrological models into a predictive framework that is calibrated and tested using

unique observations of sediment erosion and debris-flow properties available at a

Swiss debris-flow observation station (Illgraben). To this end, hourly water input to

the erodible channel is predicted using a simple, process-based hydrological model,

and the resulting water saturation level in the upper sediment layer of the channel is

modelled based on a Hortonian infiltration concept. Debris-flow entrainment is then

predicted using the RAMMS debris-flow runout model. We find a strong correlation

between the modelled saturation level of the sediment on the flow path and the

channel-bed erodibility for single-surge debris-flow events with distinct fronts, indi-

cating that the modelled water content is a good predictor for erosion simulated in

RAMMS. Debris-flow properties with more complex flow behaviour (e.g., multiple

surges or roll waves) are not as well predicted using this procedure, indicating that

more physically complete models are necessary. Finally, we demonstrate how this

modelling framework can be used for climate change impact assessment and show

that earlier snowmelt may shift the peak of the debris-flow season to earlier in the

year. Our novel modelling framework provides a plausible approach to reproduce

saturation-dependent entrainment and thus better constrain event volumes for cur-

rent and future hazard assessment.

K E YWORD S

antecedent saturation conditions, climate change, debris flows, entrainment, infiltration,

modelling, RAMMS, revised Horton infiltration model

1 | INTRODUCTION

Debris flows are a type of landslide and a natural hazard posing

severe risks in mountain areas (Badoux et al., 2016; Dowling &

Santi, 2014). In a warming climate, changes in rainfall patterns and

sediment availability are expected to also affect debris-flow

dynamics. Future debris-flow frequency may increase, decrease or

shift in seasonality (Gariano & Guzzetti, 2016; Hirschberg et al.,

2021; Kaitna et al., 2023), while changes in debris-flow volume,

associated runout and risk have yet to be identified. Thus, an

understanding of the physical processes governing the evolution of

debris flows and their effect on local communities and
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infrastructure is crucial for the prediction of hazards today and in

the future.

The expected debris-flow volume is an important input to debris-

flow runout models for the delineation of affected areas and the

design of mitigation structures (i.e., retention basins Prochaska et al.,

2008). Although initial volumes may be small, bank collapse, channel

erosion and subsequent entrainment of the eroded sediment into the

debris flow can increase the mobilized volume by several orders of

magnitude (Jakob & Hungr, 2005). Thus, the efficiency of the entrain-

ment process, which can vary substantially between sites and individ-

ual events (de Haas et al., 2022; Frank et al.2017), is a strong

predictor of the total debris-flow magnitude (Jakob & Hungr, 2005).

This relevant volume increase due to entrainment occurs not only in

steep channel sections but also in downstream lower gradient fan

areas (Berger et al., 2011; de Haas et al., 2020; Schürch et al.2011).

Theoretical considerations, laboratory experiments and field

observations have shown positive correlations between wet channel-

bed conditions and eroded volumes (Iverson et al., 2011; McCoy

et al., 2012; Sassa & Wang, 2005). The undrained loading imposed by

debris-flow masses induces elevated pore-water pressures within the

torrent deposits, reducing basal friction and leading to pronounced

flow-momentum growth (Iverson et al., 2011). If the increased pore-

water pressure is accompanied by volume contraction (e.g., through

the collapse of soil structure or grain crushing), bed liquefaction can

further increase bed erodibility (Roelofs et al., 2023; Sassa &

Wang, 2005; Zheng et al., 2023). These phenomena are not confined

solely to debris flows, but extend to other types of landslides, such as

rock avalanches (Aaron & McDougall, 2019), as well as to mass-

wasting process transitions (e.g., shallow landslide or rock avalanche

to debris flow). This became apparent in the catastrophic 2017 rock-

slope failure at Pizzo Cengalo (Switzerland), which developed into a

rock avalanche and the subsequent release of multiple debris-flow

surges (Walter et al., 2020). The entrainment of water-saturated sedi-

ments is thought to be the pivotal factor for initiating these hazardous

debris flows.

Although the importance of bed saturation level in debris-flow

dynamics has been established, the mechanics of the entrainment pro-

cess remain poorly constrained. Nevertheless, the consideration of

saturation conditions in hazard assessment could prove highly benefi-

cial. This is particularly true for future hazard prediction, as climate

change is expected to not only affect the rainfall conditions for run-

off-triggered debris flows but also the antecedent moisture conditions

along the flow paths (Hirschberg et al., 2021; Kaitna et al., 2023).

To analyse the risks associated with debris-flow activity, numeri-

cal modelling of the flow propagation, and in particular the runout

behaviour, plays an important role in practical applications such as

hazard mapping, mitigation strategies and land use planning. Several

physically based numerical models have been developed for this pur-

pose (e.g., Christen et al., 2010; Hungr & McDougall, 2009), primarily

focused on the reproduction of flow properties and runout patterns,

while typically ignoring entrainment. In recent years, different

attempts to include the entrainment process in runout models have

improved modelled flow properties and runout behaviour by empiri-

cally correlating entrainment volumes to individual flow properties

(e.g., Frank et al., 2015; Hussin et al., 2012; Reid et al., 2016). The

application of these models to different study areas has resulted in

accurate reproductions of flow velocities, entrainment volumes and

runout patterns (Baggio et al.2021; Dietrich & Krautblatter, 2019;

Frank et al., 2017; Lee et al., 2022). However, methods for predicting

entrainment based on environmental factors such as channel-bed

wetness are missing.

Here, we aim to test a novel sequentially coupled modelling chain,

including a channel-bed erodibility estimation based on flow-path sat-

uration level, on a unique dataset of debris-flow events and erosion

on the Illgraben alluvial fan (Switzerland). To this end, the modified

RApid Mass Movements Simulation (RAMMS) runout model as pro-

posed by Frank et al. (2015) is used to simulate debris-flow dynamics.

The model includes a shear stress dependent entrainment module,

with its primary calibration parameter dz=dτ describing channel-bed

erodibility (i.e., susceptibility of the bed material to be eroded). Erod-

ibility is determined by the bed’s resisting forces, and as such, it is

assumed to be independent of an event’s erosivity (i.e., the debris-

flow’s potential to cause erosion). The bed saturation level (defined as

the volumetric water content divided by pore space) is predicted using

a water balance model covering the period of 2019–2022.

The proposed modelling framework is used to (i) test the repro-

duction of flow properties and erosion patterns modelled in RAMMS,

(ii) enable a prediction of expected channel-bed erodibility based on

modelled flow-path water content and (iii) assess future channel-bed

conditions by forcing the hydrological model with climate change

scenarios.

2 | METHODS

2.1 | The Illgraben study site

The Illgraben basin (9.0 km2) is situated in the Swiss Rhône Valley. It

features a steep terrain descending from the Illhorn summit (2716 m

a.s.l.), transitioning into a more gradual incline (approx. 10% to 8%

McArdell et al., 2007) across the large alluvial fan (apex at 850 m a.s.l.)

down to the confluence of the Illgraben torrent and the Rhône River

(610 m a.s.l., Figure 1 Hürlimann et al., 2003). With a debris-flow

occurrence of two to eight events per year, the Illgraben is one of the

most active Alpine debris-flow basins (Hirschberg et al., 2021).

The headwaters of the Illgraben torrent can be divided into two sub-

catchments (Figure 1a). The eastern Illbach subcatchment shows little

to no run-off and is not susceptible to debris flows (Hirschberg et al.,

2021). Thus, in this study, only the geomorphologically active Illgraben

subcatchment (4.8 km2) is considered. The Illgraben torrent flows

through a 4.8-km-long incised channel with an unconsolidated bed,

which has been stabilized with about 30 check dams

(Lichtenhahn, 1971). The lower channel reach is an ephemeral stream

with continuous run-off occurring only during the snowmelt season

from March to May (Hirschberg et al.2019).

Relevant flow properties such as flow depth, normal and shear

forces, as well as vibration (geophone, accelerometers), are measured

at Check Dam 29 (CD29, Figure 1). From 2019 to 2022, key flow vari-

ables such as maximum flow depths, frontal flow velocities, mean bulk

densities and total flow volumes are published for all recorded events

(McArdell et al., 2023), enabling the computation of maximum shear

stress and the flow’s Froude number (Table 1). Soil moisture sensors

(SM28) have been installed on the channel bank at CD28 since 6 June

2022, and photographs of the channel bed are available at hourly
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intervals for locations CD01, CDgas, CD27 and CD29, with irregular

coverage extending from 2019 to 2022 (as detailed in Appendix A.4

in the Supporting Information). Additionally, de Haas et al. (2022) pub-

lished a set of high-quality digital surface models (DSMs) of the chan-

nel below the apex, generated with structure-from-motion

photogrammetry. DSMs are generated regularly from 2019 to 2022

between debris-flow events, yielding in DSM of difference (DoD) for

most events. Long-term meteorological data (i.e., precipitation, tem-

perature and incoming shortwave radiation) were retrieved from the

Swiss Federal Office of Meteorology and Climatology (MeteoSwiss)

station located in Montana (1423 m a.s.l.), approximately 11 km west

of Illgraben.

2.2 | Debris-flow entrainment modelling

The RAMMS debris-flow simulation software is widely used in both

research and practice (Dietrich & Krautblatter, 2019; Frank et al.,

2015) to calculate flow properties and runout over three-dimensional

terrain (Bartelt et al., 2013). It solves the two-dimensional depth-

averaged shallow water equations and a Voellmy-fluid friction model,

where frictional resistance is divided into a dry Coulomb-type friction

μ (scaled with flow depth) and a viscous-turbulent friction ξ (scaled

with flow velocity Bartelt et al., 2013; Christen et al., 2010). The ero-

sion module in RAMMS predicts the net decrease in bed elevation

resulting from the entrainment of sediment from the bed as a function

of maximum shear stress (Bartelt et al., 2013). The shear stress τ act-

ing on the channel bed is predicted by RAMMS for each cell on the

computational grid. The maximum potential erosion depth em is

defined as follows:

em ¼
0 τ < τc,
dz
dτ

ðτmax � τcÞ τ ≥ τc,

8
<

:
ð1Þ

with the erosion proportionality factor dz=dτ linking erosion depth to

shear stress exerted on the channel bed (referred to as bed erodibil-

ity). Starting from when the critical shear stress τc is exceeded and

lasting until the actual erosion depth et reaches the maximum poten-

tial erosion depth em, the model entrains sediment at a constant ero-

sion rate dz=dt. The maximum potential erosion depth is updated

when the maximum bed shear stress (τmax ) increases during the simu-

lation (Frank et al., 2015).

This entrainment model uses a generalized empirical relationship

based on field data from Schürch et al. (2011) and has been demon-

strated to yield reasonable results (e.g., Lee et al., 2022). As described

in Equation (1), it predicts that the maximum depth of erosion is

related to the maximum shear stress in the debris flow, usually at the

flow front. Although this was not investigated by Frank et al. (2015), it

is plausible that other processes, such as granular agitation and large

fluid pore pressure, promote infiltration of water into the channel bed,

resulting in a reduction of the shear resistance and thereby enhancing

erosion of sediment. Sediment grain size is not explicitly included in

the RAMMS model.

Here, RAMMS was used to compute the erosive behaviour of

seven well-documented debris-flow events, recorded from 2019 to

F I GU R E 1 Overview of study site at Illgraben (Switzerland) with the domains considered for (a) the modified SedCas model providing
discharge to the Illgraben channel on the fan, (b) the single channel units used for the InfChan model and (c) for the RAMMS debris-flow runout
modelling, as well as the locations of relevant measurement sites. The shaded relief map is provided by the Federal Office of Topography
Swisstopo. [Color figure can be viewed at wileyonlinelibrary.com]
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2022 (Table 1). The calibration only comprised events that allowed for

the effective constraint of bed erodilibility using RAMMS. Thus,

events displaying depositional character or featuring complex hydro-

graph patterns (e.g., multiple surges) were excluded.

The spatial information required by RAMMS, including the pre-

event digital elevation models (DEMs), the extent of the calculation

domain and the boundaries of the erodible channel bed (Figure 1c),

were obtained from the study conducted by de Haas et al. (2022). The

check dams were considered as non-eroding cells within the erodible

bed. To optimize the simulation runtime and numerical stability, we

used a 0.5-m resolution grid, which was smoothed with a moving

average window of 2.5 m (i.e., 25% of the channel width) to eliminate

microtopography (as recommended by Baggio et al., 2021; Lee et al.,

2022). The input hydrograph at the upstream boundary of the simula-

tion domain was approximated from high-resolution measurements of

flow depth obtained at the force plate location (CD29, Fig 1c).

The calibration of the RAMMS model largely followed the proce-

dure outlined in the user manual (Bartelt et al., 2013). First, the model

was calibrated to best-fit maximum flow depth and frontal flow veloc-

ity, without considering entrainment. This preliminary calibration hel-

ped to narrow down the choice of the friction parameters (μ and ξ,

building on Bolliger et al., 2024). Second, the calibration was repeated

considering erosion. The Coulomb friction parameter was held at a

constant value of μ = 0.06, corresponding approximately to the chan-

nel slope within the modelling domain (Bartelt et al., 2013; Frank

et al., 2017), and yielding the best results in the entrainment-free cali-

bration. Most erosion-related parameters were maintained at default

values, with dz=dt¼�0:025ms�1 and τcrit ¼1 kPa, derived from

observations at Illgraben (Berger et al., 2011; Frank et al., 2015).

Consequently, the calibration parameters were effectively reduced to

two key components: (i) the viscous-turbulent friction parameter ξ,

fine-tuned to achieve the expected maximum flow depths (Table 1),

frontal velocities (Appendix A.1, Table A1 in the Supporting Informa-

tion) and overall hydrograph character (visual assessment, refer to

Figure 2), as well as (ii) the erodibility parameter dz=dτ, which was cali-

brated to match the observed eroded volumes (Table 1). The

calibrated parameter dz=dτcal was used as an indicator for channel-

bed erodibility in the subsequent analysis.

2.3 | Channel-bed water balance modelling

For estimating the water discharge from the headwaters entering the

lower channel reaches downstream from the fan apex, we used

the hydrological module of the geomorphic sediment cascade model

(SedCas Bennett et al., 2014; Hirschberg et al., 2021). SedCas solves

the water balance for connected linear reservoirs that represent

hydrological response units (HRUs). It was originally calibrated for

Illgraben including first-order processes of sediment production and

debris-flow triggering (Hirschberg et al., 2021). Here, two substantial

changes were made to the original model code: (i) rather than solving

the water balance for lumped HRUs (vegetated and non-vegetated)

the Illgraben catchment was further discretized in elevation bands of

100 m vertical length, which improves the representation of

T AB L E 1 Summary of debris-flow characteristics (maximum flow depth hmax , maximum shear stress τmax , frontal Froude number Fr, observed
erodibility dz=dτobs) and eroded volumes (Veroded) observed for all 16 debris-flow events (2019–2022), along with simulated debris-flow properties
and calibrated parameters (viscous-turbulent friction ξ, erodibility parameter dz=dτcal) for the seven erosive events considered in RAMMS.

ξ dz
dτcal

hmax Veroded τmax Fr dz
dτobs

¼� dz
τmax

cal cal obs sim obs sim obs obs obs
ID Date (m/s2) (m/kPa) (m) (m) (m3) (m3) (kPa) (-) (m/kPa)

1 21.06.2019 4500c 0.10 2.7 2.8 �1297.5 �1274.9 3.67 1.65 0.44

2 15.07.2019 0.7 136.1 1.16 1.59 �0.15

3 26.07.2019 8000 0.24 1.4 1.4 �1432.0 �1374.6 2.01 3.11 0.89

4 11.08.2019 8500c 0.09 1.9 1.7 �561.9 �595.3 2.64 1.99 0.27

5 20.08.2019 1.1 �218.2 1.62 0.46 0.17

6 29.06.2020 1.2 121.2 1.61 0.43 �0.09

7 17.08.2020 0.7 2137.7 0.94 0.30 �2.83

8 30.08.2020 1.9 �5665.2 2.36 2.35b 3.01

9 05.06.2021 0.5 �581.3 0.46 1.29 1.57

10 06.07.2021 4000 0.08 2.6 2.7 �1120.4 �1119.0 3.01 2.20 0.46

11 16.07.2021 2.4 2165.8 3.29 0.84 �0.82

12 07.08.2021 230c 0.08 1.6a 1.5 �666.8 �661.1 2.85 0.74 0.29

13 19.09.2021 160c 0.10 1.2 0.8 �262.7 �269.1 1.46 0.47 0.22

14 05.06.2022 2.2 1365.6 2.30 1.14 �0.74

15 04.07.2022 9000 0.15 2.6 2.5 �1645.2 �1676.7 2.72 2.07 0.76

16 08.09.2022 1.8 1124.1 1.93 0.56 �0.73

Note: In RAMMS, the Coulomb friction parameter was set to μ = 0.06 for all events.
aMinor changes were made to the original dataset following a detailed examination of the observations: The maximum flow depth was reduced to the

maximum computed moving average.
bMinor changes were made to the original dataset following a detailed examination of the observations: The peak velocity of the first peak was

interchanged with the velocity of the second, faster peak.
cξ-values were calibrated by Bolliger et al. (2024).
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temperature-dependent processes like snow accumulation and melt;

(ii) a Horton infiltration model (InfChan) was coupled with the existing

model to estimate infiltration losses along the flow path on the fan

and the resulting moisture conditions in the lower channel reaches

(Figure 1b). To this end, the modified Horton infiltration (MHI) algo-

rithm (Wang & Chu, 2020) was applied.

In MHI, the originally event-based Horton equation is redefined

such that it can be applied in a continuous model (Horton, 1939).

Horton describes the potential infiltration capacity fp at a given time t,

with fc (mm/h) as the final equilibrium infiltration capacity, f0 (mm/h)

as the initial infiltration capacity and k as an empirical decay parame-

ter (1/h), modelling the reduction in infiltration capacity as the soil

becomes progressively saturated during rainfall.

fpðtÞ¼ fcþðf0� fcÞe�kt: ð2Þ

Extending the model from event-based to continuous requires a

description for the recovery of the infiltration capacity in dry periods.

To this end, time t is replaced by cumulative infiltration (in mm,

defined as the integration of the infiltration capacity fp in mm/h over

a given duration in h) as a proxy for soil water content at a given time.

This allows for changes in soil water content to directly influence the

soil’s infiltration capacity. The wetting process of the soil is controlled

by a volumetric water-content threshold (%), the field capacity thresh-

old (FC), at which water in larger pores has been gravitationally dra-

ined away. The relationship between infiltration and storage exhibits

linear behaviour for soil wetted beyond FC and fast non-linear behav-

iour for soil storage below FC. Soil drying through drainage and evap-

oration is influenced by a soil moisture threshold as well, with the

recovery process being primarily driven by gravitational drainage

when the soil’s storage exceeds FC. Below FC and until the soil’s

wilting point (WP) is reached, soil drying is solely influenced by evapo-

ration. The resulting run-off from a single model unit is generated by

rainfall exceeding the infiltration capacity fpðtÞ of the top soil layer

(infiltration excess) as well as when the maximum soil water storage

capacity Mmax (mm) is reached (saturation excess). Thus, based on cli-

mate data and soil properties, the MHI algorithm enables the par-

titioning of the incoming flow into evaporation, water stored in the

F I GU R E 2 RAMMS result representation of (a)–(g) modelled and measured hydrographs at CD29 (Figure 1) from the catalogue of RAMMS-
calibrated debris-flow events. The event ID corresponds to the chronological order of all 16 recorded events (Table 1). The measured data are
retrieved from max. front flow depth measured with the radar at CD29 (McArdell, 2016). The modelled data are plotted at four points along the
CD29 cross-section (thin green lines) and as its median (bold green line). The calibrated erodibility (dz=dτcal) vs. observed erodibility (dz=dτobs)
comparison is shown in (h). The numbers indicate the event ID, the black dotted line represents the linear regression of the data points and the
coefficient of determination (R2) and p values show the results of the Pearson correlation test (using scipy.stats.pearsonr-function). Please note
that dz=dτcal and dz=dτobs are not equivalent variables (Section 3.1). [Color figure can be viewed at wileyonlinelibrary.com]
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bed material, deep percolation and surface run-off to downstream

channel reaches. For a full description of the MHI algorithm, the

reader is referred to Wang and Chu (2020).

For translating the MHI algorithm into a channel infiltration model

(InfChan), the channel section of the Illgraben fan, reaching from the

fan apex (CD15) to the force plate (CD29, Figure 1b), was partitioned

into 12 HRUs of roughly 200 m in length, corresponding to the mobile

channel bed between check dams. The MHI algorithm was applied to

each HRU at an hourly resolution, and with the only connection being

the transfer of surface run-off generated within a given HRU as sur-

face inflow to the next HRU downstream. InfChan was forced with

the modelled headwater discharge and the same meteorological data

as for the SedCas hydrological module.

Due to limited data availability on hydrological conditions in the

Illgraben fan area, and especially within the torrent channel, a straight-

forward definition of calibration criteria was not possible. Thus, we

used multiple lines of evidence to constrain the InfChan model param-

etrization. The model’s performance in reproducing subsurface pro-

cesses was captured by comparing the modelled saturation level to

the soil moisture data measured in the channel bank (Figure 1b,

SM28). The performance was quantified in terms of (i) the drying rate

of the soil (as fitted decay parameter of the soil water-content time

series) and (ii) the model accuracy in reproducing different degrees of

saturation over the measured time period (based on a confusion

matrix as described by Fawcett, 2006). Surface flow conditions in the

channel bed were considered by building a catalogue of hourly high

flow, low flow and dry channel-bed conditions. Similar to the flow cat-

egory scale devised by Quinlan et al. (2015), the catalogue was based

on hourly channel photographs for different locations along the chan-

nel (Appendix A.4 in the Supporting Information). The modelled flow

behaviour was analogously classified into the three flow conditions,

which enabled the comparison to the observed categories with regard

to (iii) daily model accuracy (defined analogously to the accuracy of

soil saturation level), as well as (iv) spatial and (v) seasonal statistics

reproduction (based on cumulative hours of high flow, low flow and

dry channel-bed conditions at the different locations and for different

months respectively). The five resulting performance metrics were

merged into a combined calibration criterion. For a more detailed met-

ric description refer to Appendix A.3 in the Supporting Information.

The MHI algorithm by Wang and Chu (2020), described in earlier

paragraphs, requires six soil-specific model parameters:

fc, k,Mmax ,WS, FC and WP. Based on literature values (C., 1933;

Meijer, 2019; Rossman & Huber, 2016; Wang & Chu, 2020) and soil

moisture data (SM28, Figure 1b), an initial set of parameter values

was defined (Table 2). To calibrate the model towards reproducing the

observed hydrological characteristics (surface and subsurface), only

two parameters were considered (fc and k). For these two calibration

parameters, 49 (7�7) possible parameter combinations within a

meaningful physical range were implemented. The performance of

each simulation was quantified based on the aforementioned com-

bined calibration criteria (refer to Appendix A.3 in the Supporting

Information). The remaining parameters were kept at literature values

(WS, FC and WP, Table 2) or specified in a later step (i.e., Mmax in

Section 2.4).

2.4 | Linking RAMMS with modelled channel
water content

The RAMMS and hydrological modelling yielded two datasets: (i) the

RAMMS-derived calibrated bed erodibility dz=dτcal linked to specific

debris-flow occurrence and (ii) a long-term time series of channel-bed

saturation conditions in the lower channel reaches, within the

RAMMS modelling domain. The two datasets were combined by con-

sidering the moisture conditions prior to the debris-flow front arrival

and linking it to the corresponding event’s dz=dτcal. To determine the

storage volume that governs antecedent channel-bed wetting, we

assessed the ability of the InfChan model output to predict channel-

bed erodibility most effectively depending on the selected Mmax

value. For this purpose, the hydrological calibration (as outlined in

Section 2.3) was repeated for varying Mmax values (Table 2) and opti-

mized for the highest correlation between pre-event saturation level

and dz=dτcal values.

The resulting field-derived set of erodibility-saturation pairs was

expanded by incorporating a similar dataset obtained from large-scale

flume experiments conducted by Iverson et al. (2011). In this regard,

we calibrated the erodibility parameter dz=dτcal through a series of

entrainment experiments, with the experimental flume featuring an

erodible bed with pre-established varying antecedent water contents

(Appendix A.2 in the Supporting Information). Additionally, to expand

the dataset of field observations, all the 16 well-documented debris-

flow events recorded at Illgraben between 2019 and 2022 (Table 1),

were included by introducing the observed event erodibility dz=dτobs.

It was defined as the negative recorded erosion depth divided by max-

imum measured shear stress (�dz=τmax ) and could also be correlated

with the pre-event modelled saturation level.

T AB L E 2 Overview of the InfChan model parameters (Mmax : maximum soil water storage, k: decay constant, fc: final equilibrium infiltration
capacity, WP: wilting point, FC: field capacity, WS: saturated water content).

Mmax k fc WP FC WS

(mm) (h�1) (mm h�1) (-) (-) (-)

Considered ranges 50–2500 0.005–0.5 0.5–20.0 - - -

Applied model parameters 1400 0.1/0.2/0.5 5.0 0.05 0.15 0.45

Literature - 0.4d 0.6–6.0a,b,c 0.06c 0.14c 0.43c

Note: The ranges considered in the model calibration, the final model parameters and their literature values are listed.
aMeijer (2019).
bRossman and Huber (2016).
cC. (1933).
dWang and Chu (2020).
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To identify potential driving mechanisms of erodibility beyond

water content of the channel bed, further measurements available for

the Illgraben site were considered (Table 1 and Appendix A.1,

Table A1 in the Supporting Information). Additional parameters

included antecedent rain sums (from the MeteoSwiss time series),

debris-flow frontal Froude number, mean debris-flow bulk density

and total flow volume (based on data measured at CD29 McArdell

et al., 2023), as well as sediment availability in the channel (approxi-

mated with the mean channel elevation of the pre-event DEM). Fur-

thermore, to accommodate more complex flow phenomena that were

not mirrored in the characteristic parameters of the event, the com-

plete event catalogue was classified into four event categories (steep-

front events, gradual-front events, multi-surge events and events

exhibiting roll waves, Appendix A.1, Figure A1 in the Supporting Infor-

mation) based on the hydrographs measured at CD29 in combination

with video footage of the events.

2.5 | Climate change impact assessment on debris-
flow entrainment

Given that channel-bed saturation level can be used as a proxy for

channel-bed erodibility, the calibrated InfChan model allows for an

investigation of future climate change impacts on saturation conditions

and thus on the entrainment process. To this end, the presented hydro-

logical modelling framework is forced with the same climate change

scenarios used by Hirschberg et al. (2021) for the climate change

impact assessment of debris-flow triggering. The stochastic Advanced

WEather GENerator (AWE-GEN) (Fatichi et al., 2011), calibrated

against the nearest MeteoSwiss station of Montana, was used to pro-

duce hourly climate variable time series for 30 years representative of

historical (1981–2010) and future periods. For the future periods,

centred around 2035, 2060 and 2085, climatic factors of change were

derived for the most extreme emission forcing (RCP8.5) included in the

CH2018 climate scenarios, a debiased version of the EURO-CORDEX

ensemble of climate simulations with regional climate models

(CH2018, 2018). For each future period, 31 sets of factors of change

are considered, representing the uncertainty within the RCP8.5 sce-

nario. For each new parameter set, 50 stochastic realizations over

30 years are included in the ensemble. For further details on the gener-

ation of the future climate data, refer to Hirschberg et al. (2021).

The long-term monthly median of modelled saturation level in the

lower channel reaches (HRU12) is compared for present and future

climates. Furthermore, monthly factors of change (FC) of surface

inflow (into HRU1), run-off (from HRU12) and modelled saturation

levels are evaluated along with contributions of climate model and

stochastic uncertainty for each future climate period (as described in

Hirschberg et al., 2021).

3 | RESULTS

3.1 | RAMMS-calibrated debris-flow event
catalogue

The RAMMS model calibration produced an event catalogue con-

taining seven fully calibrated debris-flow events (Figure 2a–g,

Table 1). Maximum flow depths and eroded volumes were accurately

reproduced, while the observed hydrograph shape could be

maintained along the flow path. The calibration values obtained for

the RAMMS erosion proportionality factor dz=dτcal (indicating

channel-bed erodibility), exhibit a statistically significant correlation

with observed erodibility (dz=dτobs), which was calculated from mea-

sured debris-flow front properties (Figure 2h, Table 1). Although the

two parameters are not directly comparable because dz=dτcal incorpo-

rates the spatially distributed maximum shear stress while the eroded

depth for dz=dτobs is scaled with local maximum shear stress measured

at CD29, this finding indicates a physical foundation for the calibrated

erodibility values.

The calibration results were particularly satisfactory for debris-

flow events with a large depth, steep front, no roll-wave formation

and no secondary surges (e.g., Events 1, 4, 10 and 15, Figure 2). For

events with more complex hydrographs, the calibration process

required additional assumptions, resulting in a higher level of uncer-

tainty in the calibration parameters. For example, the hydrograph

recorded for Event 12 showed strong oscillations due to roll waves

after the front had passed (Figure 2e). Because these oscillations can-

not be replicated with RAMMS, a 100-s moving average of the mea-

surements was used as the basis for the input hydrograph (Appendix

A.1, Figure A2 in the Supporting Information). In the case of Event

3, modifications of the input hydrograph (i.e., a 250-s delay in front

arrival) were necessary to prevent the model output hydrograph from

extreme frontal bulking (Figure 2b and Appendix A.1, Figure A2 in the

Supporting Information). Although it is possible that the hydrograph

shape evolves along the modelling reach, and the impact on the value

of the erodibility parameter was found to be negligible, it is important

to highlight that the procedure diverges from the conventional cali-

bration method for this specific event. Furthermore, in this particular

instance, the RAMMS model encounters numerical instabilities man-

ifesting as stationary lateral waves.

3.2 | Water balance model calibration

The InfChan model’s annual water balance demonstrates a notable

decrease in surface run-off along the flow path, with only 20% of the

incoming water run-off at the fan apex leaving the lowest modelled

channel reach as surface run-off. Only larger discharge events reach

the lower channel (Figure 3). The water losses in the form of infiltra-

tion (81% to 85% of annual surface inflow) predominantly drain to

lower soil layers. Actual evaporation (203 mm a�1) amounts to much

smaller values than annual evapotranspiration reported in the Hydro-

logical Atlas of Switzerland (2015). This discrepancy is anticipated

because the InfChan model does not encompass any elements rep-

resenting transpiration because the modelled area lacks vegetation,

and water availability is limited. Mean annual precipitation sums

directly on the channel surface (821 mm a�1) correspond to only 3.0%

of annual surface inflow from the headwaters.

The soil-specific parameters selected in the calibration procedure

were generally in agreement with values reported in previous studies

on hydraulic properties of sandy loam (Table 2). The model perfor-

mance showed a strong dependence on the equilibrium infiltration

rate fc, and thus, the best-fit parameter value could easily be defined.

The decay parameter k on the other hand could not be well
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constrained by observed data because it only marginally influences

model performance while still affecting the modelled saturation level.

To account for InfChan’s parameter uncertainty, the three best-

performing model parametrizations with different k values were con-

sidered for further analysis (Figure 3). The resulting range of model

uncertainty varied over time, with large deviations observed during

active infiltration process, and relatively narrow value ranges

during dry periods.

Overall, the time series of water content derived from the

InfChan model ensemble was able to capture the most relevant

hydrological behaviour observed at the Illgraben channel (Figure 3). At

the seasonal scale, the number of flow impulses reaching the soil stor-

age and the soil’s drying rate after a wetting event show a satisfactory

performance when compared with measured soil moisture data and

observed flow frequencies (refer to Appendices A.3 and B.1 in the

Supporting Information). At the event scale, the timing of the wetting

front and the degree of saturation reached visually align with the soil

moisture measurements (Figure 3b).

3.3 | Correlating erodibility and channel-bed
saturation levels

The best predictive power for estimating the erodibility based on

InfChan results for water content was found using a maximum soil

storage parameter Mmax of 1400mm (Table 2). When excluding obvi-

ous outliers, the model results exhibited correlations that were (mar-

ginally) significant (as discussed in the subsequent section).

Furthermore, selecting three model parametrizations (i.e., with varying

k values, refer to Section 3.2) enhances the model’s predictive capabil-

ity compared with a single best-fit model and yields similar results as a

model that considers five parametrizations. The selected model

ensemble also demonstrates satisfactory agreement with soil moisture

data measured at SM28 (Figure 3).

Both graphs display a considerable scatter of data points and

some clear outliers (i.e., Events 3, 5, 11 and 12). When considering the

different classes of debris flows (i.e., multi-surge, roll-wave-forming

and gradual front), it is apparent that for single-surge events with a

steep front (i.e., ‘Debris Flows’), the calibrated erodibility (Figure 4a) is

strongly correlated with modelled water content. Comparison with

the results derived from the calibration of the Iverson et al. (2011)

entrainment experiments (i.e., ‘Flume Exp.’) reveal a clear overlap with

the catalogue of calibrated steep-front single-surge events recorded

and modelled at Illgraben. Roll-wave forming events, however, do not

align with the expected erodibility–saturation relationship. Note that

the two Outlier Events 3 and 12 have also shown outlier behaviour in

the RAMMS calibration procedure (Section 3.1). For the observed

erodibility (Figure 4b), outliers and extreme erosive or depositional

events (i.e., Events 7–9) exhibit complex flow dynamics (i.e., multiple

surges, gradual fronts and roll waves). Furthermore, a (marginally)

F I GU R E 3 Time series of the debris-flow season of 2022 for precipitation (P), run-off (Q) and saturation level (Sat) (a) showing the InfChan
model input (precipitation, Pmeteoswiss) and the surface inflow generated by SedCas (QHRU1) at a daily time scale, along with an ensemble of
saturation level time series (SatHRU12, orange shading) and daily surface run-off (RHRU12) at the lowermost channel section, resulting from the
infiltration model with different k-parameter values. Additionally, the soil moisture measurements on the channel bank at location SM28 at
different depths are displayed. The numbered vertical black lines represent the front arrival of the respective debris-flow events (labelled with
event ID). On the bottom graph (b), hourly data of the same variables are shown for Debris-Flow Event 15. [Color figure can be viewed at
wileyonlinelibrary.com]
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significant correlation between Froude number and channel-bed erod-

ibility can be observed (calibrated: R2 ¼0:69,p¼0:089; observed:

R2 ¼0:60,p¼0:014), while no dependence of the Froude number on

saturation levels can be detected (R2 ¼�0:14,p¼0:607).

Comparison of the maximum measured shear stress and the fron-

tal Froude number (Figure 5) shows how, despite considerable scatter,

there is a prevailing pattern of high Froude numbers (and hence large

inertial forces within the flow) correlating with high shear stresses. By

plotting the linear regression of the data points (encompassing both

the complete dataset and only the well-calibrated events observed in

Figure 4a), it becomes apparent that some events show increased

Froude numbers even when shear forces are low (e.g., Event 3),

whereas other events are dominated by shear forces (e.g., Events

11 and 12).

Antecedent rain sums (AR) have shown to be most predictive for

channel erosion in Illgraben at a 3-h aggregation scale (de Haas et al.,

2022). In fact, AR(3h) values have shown a positive correlation with

calibrated and observed channel-bed erodibility (Appendix B.2,

Figure B5 in the Supporting Information). The events with high ante-

cedent water availability (i.e., Events 1, 3, 4 and 15) completely differ

from the high water-content events predicted by InfChan, and ante-

cedent precipitation does not correlate with modelled water content

in the channel-bed (R2 ¼0:005,p¼0:984). However, the Froude num-

ber does significantly correlate with antecedent rain sums

F I GU R E 4 (a) RAMMS-calibrated (dz=dτcal) and (b) observed (dz=dτobs) erodibility plotted against modelled saturation levels along the flow
path at the hour of debris-flow front arrival. On the left panel, additional data are plotted (i.e., measured water content on the channel bank [Obs.
Sat] and RAMMS calibration results of the Iverson flume experiments [Flume Exp.]). The lines and smaller markers indicate the model uncertainty,
the numbers indicate the event ID (refer to Table 1) and the dashed line marks the linear approximation to the plotted data. The R value indicates
the Pearson correlation coefficient (†without Outlier Events 3, 5, 11 and 12) and its p value. Negative dz=dτobs values indicate events with net
deposition. Please note that not all events were modelled with RAMMS and that dz=dτcal and dz=dτobs are not equivalent variables (Section 3.1).
[Color figure can be viewed at wileyonlinelibrary.com]

F I G UR E 5 Maximum shear stress
and frontal Froude number observed for
the 16 events included in this study
(Table 1). The linear regression line of the
entire dataset and of the RAMMS-
calibrated debris flows (without Outlier
Events 3 and 12) separates the data
points into shear stress dominated events
and events dominated by inertial forces.
[Color figure can be viewed at
wileyonlinelibrary.com]
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(R2 ¼0:634,p¼0:008), and total debris-flow volume shows significant

correlation with Froude numbers (R2 ¼0:742,p¼0:001) and anteced-

ent rain (R2 ¼0:627,p¼0:009; Appendix B.3, Figure B6 in the

Supporting Information). Hence, debris flows preceded by larger

amounts of precipitation tend to have large flow volumes, higher

Froude numbers and more distinct flow fronts.

Any prediction of channel-bed erodibility based on channel-bed

elevation previous to the event or the event’s frontal bulk density was

not possible, as data seemed to be uncorrelated. Furthermore, no dis-

cernible seasonal trend was evident in the dataset.

3.4 | Climate change impact on channel-bed
moisture conditions

Changes in the hydrological regime forecasted for the RCP8.5 sce-

nario greatly affect the monthly moisture conditions expected at the

Illgraben channel bed (Figure 6). Peak values of water content, cur-

rently expected in late spring (i.e., April–May), continuously shift

towards the winter months over the next few decades, resulting in

substantial increases in water content from December to March. Dur-

ing the debris-flow season, which is currently from May to October, a

steady decrease in moisture availability is expected (except for

October), making it the season with the driest channel-bed conditions

by the end of the century.

The changes in moisture conditions and surface run-off and the

partitioning of climate model uncertainty and internal climate variabil-

ity align with the results presented in Hirschberg et al. (2021) for the

semi-distributed SedCas model (Appendix B.4, Figure B7 in the

Supporting Information).

4 | DISCUSSION

4.1 | Predictability of channel-bed erodibility

For debris flows characterized by a single surge and a steep front,

RAMMS showed good performance in reproducing key debris-flow

characteristics. Thus, the event’s erosivity (i.e., modelled shear stress)

and the channel-bed erodibility (dz=dτcal) could be separated. Under

these circumstances, calibrated erodibility could explicitly be linked to

modelled water-content values (Figure 4). This outcome supports the

main assumption of this study that a higher bed water content results

in higher bed pore pressures and consequently in larger entrainment

quantities (Iverson et al., 2011). Additionally, high saturation levels in

the channel bed increase the probability of bed liquefaction, further

promoting entrainment (Roelofs et al.,2023).

The calibration of the flume experiments conducted by Iverson

et al. (2011) show a similar relation between saturation level and

erodibility. Notably, the data were derived from two fundamentally

different sources: a large-scale flume experiment and a natural

debris-flow basin with different characteristics (e.g., grain size distri-

bution and channel slope). This indicates that a potential relationship

between flow-path moisture conditions and channel-bed erodibility

may be applicable to a wide range of conditions and at various

locations.

However, for many events included in this analysis, flow dynam-

ics could not be entirely reproduced (i.e., Events 3 and 12) or not

modelled at all (i.e., Events 5, 8 and 9 and all depositional events). This

makes the resulting erodibility values (calibrated and observed) depen-

dent on additional factors other than channel-bed conditions. Thus,

the variability in the erodibility parameters cannot be ascribed solely

F I GU R E 6 Long-term monthly median of modelled channel-bed saturation level at the lower reaches of Illgraben (HRU12) for current and
future conditions. Water content is computed with the SedCas model, extended by the channel infiltration component InfChan and forced with
the climate generated from AWE-GEN. Boxplots indicate the ensemble variability of long-term monthly median values for all AWE-GEN
parameter sets (i.e., the box shows the quartiles, the middle line shows the median and the whiskers show the rest of the distribution, except for
points that are determined to be outliers). Therefore, the Reference consists of 50 (one parameter set with 50 simulations) and the future
scenarios of 1550 (30 + 1 parameter sets with 50 simulations each) data points. [Color figure can be viewed at wileyonlinelibrary.com]
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to bed erodibility (e.g., channel-bed moisture conditions) but also

depends on the erosive potential of the flow (i.e., erosivity).

4.2 | The influence of debris-flow erosivity on
entrainment

For debris flows characterized by a more complex rheology, the

hypothesized link between flow-path saturation level and bed erod-

ibility could not be empirically supported. One explanation for this dis-

crepancy is attributed to the limitation of the RAMMS erosion

module, which exclusively considers shear forces in the simulation of

debris-flow erosivity (Bartelt et al., 2013). However, the entrainment

process is demonstrably influenced by other forces and flow mecha-

nisms as well (Berger et al., 2011; Choi & Song, 2023; Roelofs et al.,

2022).

The events producing less satisfactory results in the RAMMS sim-

ulation (i.e., Events 3 and 12) both display a clear pattern of roll-wave

propagation starting shortly after the front arrival and possibly leading

to substantial variation in the flow’s erosivity (Figure 2b,e). The two

events also deviate from the expected scaling of maximum shear

stresses and flow inertial forces (i.e., the Froude numbers, Figure 5).

The (marginally) significant correlation between Froude number and

bed erodibility supports the notion that flow inertial forces do influ-

ence the entrainment process. As their effect on the erosive power of

a debris flow is not reproducible in RAMMS, erosivity may be under-

predicted for Event 3 (with its high velocity and high bulk density) and

overpredicted for Event 12 (with its slow, muddy and viscous flow

behaviour reportedly manifesting in relatively small normal-force fluc-

tuations compared with shear forces de Haas et al., 2022). Thus, the

channel-bed erodibility parameter dz=dτ needs to be corrected

accordingly (i.e., reduced for Event 3, increased for Event 12), which

results in a better alignment with the established saturation–

erodibility relationship (Figure 4).

These findings indicate that the RAMMS model can replicate

debris flows without roll waves and where inertial forces (i.e., the

Froude number) scale with shear forces. For the remaining events

(no. 3 and 12), it becomes difficult to quantify the influence of, and a

possible relationship between, the two identified phenomena

(i.e., roll-wave propagation and prevailing inertial forces). Either way,

the calibration of RAMMS becomes more involved, necessitating addi-

tional data and effort to isolate the erodibility parameter and assess

the influence of antecedent channel-bed saturation level.

The absence of a correlation between modelled water content

and Froude number further strengthens the proposition that channel-

bed erodibility and event erosivity are governed by separate

mechanisms.

4.3 | Erosivity and water availability

In addition to the modelled bed water content immediately prior to

the debris-flow occurrence, the antecedent precipitation conditions

were considered, revealing a possible dependence of debris-flow ero-

sivity on water availability in the headwaters.

Specifically, the 3-h antecedent rain sums correlate with erodibil-

ity values and with Froude numbers and total flow volume, while

modelled flow-path saturation level seems to have no influence on

Froude number and flow volume. This observation highlights the

interplay between entrainment mechanisms taking place in the fan

area (e.g., saturation-dependent erosion) and the headwaters. High

water availability due to intense precipitation in the headwaters

corresponds to a high initial transport capacity, leading to progres-

sively higher shear forces and velocities as the debris flow mobilizes

larger amounts of sediment along its flow path. Furthermore, high

water availability can be expected to increase pore pressures within

the flow masses, leading to a higher erosivity by influencing the trans-

fer of interstitial fluid from the flow to the bed. However, this process

also depends on the viscosity of the interstitial fluid, which in turn

depends on the material composition of the debris flow (Roelofs

et al.,2022).

The fact that modelled channel-bed water content does not cor-

relate with 3-h antecedent rainfall sums could be attributed to the

hydrological processes governing channel-bed moisture conditions

(and hence increased entrainment), differing from those responsible

for triggering the mass movements (and thus determining the debris

flow’s initial size). Alternatively, the discrepancy between modelled

water content and the other parameters describing debris-flow behav-

iour can be ascribed to the inherent model and input data

uncertainties.

4.4 | Quantification of channel-bed water content
and underlying uncertainties

The calibrated values of the InfChan soil hydraulic parameters align

with values reported in the literature (Table 2), and the model gener-

ally reproduces the expected hydrological properties on the seasonal

and on the event scale (Figure 3). For instance, the model effectively

captures the characteristics observed at ephemeral fan streams, with

enhanced flow activity due to snow melt between March and May

(Figure 6), and typically showing losing behaviour during transient and

low discharge flows (Blackburn et al., 2021). The surface run-off com-

ponent dominates the modelled water balance (Figure 3), making the

direct impact of precipitation on the channel surface negligible.

Neither the SedCas hydrological module nor InfChan consider

routing along the flow path of the torrent. This simplification is con-

sidered acceptable given the coarse temporal resolution selected for

both models (1 h). Hence, the flow has enough time to propagate

through the entire simulated catchment (Figure 1) within one time

step. Furthermore, due to the implemented hourly resolution, the

InfChan model might not be able to capture short-term infiltration

processes, such as soil wetting due to sub-hourly intense precipitation

events. However, correlating antecedent rain sums with debris-flow

erodibility has shown that reducing the aggregation step below 3 h

leads to a substantial decrease in predictive power (de Haas et al.,

2022). Similarly, the storage volume yielding the best prediction for

channel-bed erodibility indicates a memory effect active over multiple

hours. Thus, the moisture conditions controlling the entrainment pro-

cess are governed by long-term processes rather than instantaneous

wetting and are dominated by run-off generation in the headwaters

rather than direct impact of infiltrating precipitation. Short-term infil-

tration processes resulting from the interaction of debris flows with

the channel bed (e.g., exfiltration of interstitial fluid Roelofs et al.,
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2022) were attributed to flow conditions (erosivity) rather than to the

antecedent state of the channel bed.

The development of the presented water balance model was

hampered by limited data availability. The data used to constrain the

infiltration parameters were not continuous, which prevented

the application of established calibration approaches. In addition, for

the most relevant input data used in the model (precipitation P), mea-

surements may deviate from local patterns due to the considerable

geographical distance and different orientation between Montana and

the Illgraben sites. Thus, reliable precipitation measurements

and more information on the surface and subsurface hydrological pro-

cesses within the Illgraben fan area can be expected to improve model

performance.

4.5 | Climate change impacts on debris-flow
entrainment

We used RCP8.5 climate change scenarios to investigate future

channel-bed moisture conditions, which can be complemented with

predicted climate change impacts on debris-flow triggering

(Hirschberg et al.,2021) to discuss future trends in debris-flow vol-

umes. Although less extreme emission scenarios may be considered

for decision-making, RCP8.5 is the most suitable one for exploring cli-

mate risks because it covers a large range of changes

(Tollefson, 2020). Furthermore, due to internal climate variability,

changes are often only considerable for the end of the century, even

with this extreme scenario.

Future bed water-content conditions along the flow path are

expected to substantially increase during winter and early spring

driven by more frequent liquid precipitation and an earlier onset of

the snow-melt season. During late spring and summer months, a

decline in channel water content is expected, which can be attributed

to the shifting pattern of snow melt and the reduced amounts of sum-

mer precipitation (Hirschberg et al., 2021). The water-content thresh-

old at which pronounced erosive behaviour becomes dominant is

estimated to be approximately 0.45 saturation level as in Figure 4.

The predicted decrease in water content below this threshold during

the summer months might result in less entrainment and more deposi-

tion. Conversely, winter months can be expected to exceed the erod-

ibility threshold.

Water discharges large enough to trigger debris flows are

expected to become more frequent in future climate. However,

debris-flow dynamics depend on sediment availability as well. In

Hirschberg et al. (2021), where only frost cracking is used as hillslope

sediment production process, a decrease in sediment availability is

predicted, especially in summer and autumn. Under this assumption,

the probability of large debris flows occurring in the summer is

expected to decrease. However, if other hillslope processes continue

to produce sediment, such as a large rock slide like that of 1961

(Hürlimann et al., 2003), or if sediment accumulates in the channel

due to drier channel-bed conditions, the potential for more cata-

strophic debris flows, channel overtopping and avulsion during the

summer months may increase. Furthermore, the combination of

increased triggering probability and wetter conditions may lead to

larger event volumes earlier in the year, potentially challenging current

mitigation strategies.

4.6 | Implications for practical applications

The presented modelling framework could be used to develop practi-

cal application guidelines on how practitioners deal with the problem

of entrainment in hazard and mitigation assessments. By running

long-term hydrological simulations, probabilities of channel wetness

can be calculated and considered in risk analyses. This may become

increasingly relevant as, with ongoing climate change, wetness condi-

tions are expected to change considerably and therefore affect

entrainment and mobility. Furthermore, permafrost-related processes

could be included in the presented framework to predict potential

future changes in erodibility of the affected headwater areas.

Before applying the proposed framework to practical problems, it

is important to test it at other sites (e.g., the Bondo debris-flow event

of 2017 Walter et al., 2020). This would extend the dataset and

increase the confidence in the developed relationship between erod-

ibility and water content.

The presented results showed that the framework works well for

steep-front single-surge events. This type of debris flow generally cor-

responds to the flow behaviour assumed for practical applications

where detailed flow-depth measurements are not available but are

usually approximated by a three-point hydrograph (Bartelt et al.,

2013). Hence, the presented relationship between entrainment and

flow-path moisture conditions can be embedded in existing practices

without much adaptation.

However, more complex flow types included in the presented

dataset could not be integrated into the main premise of this study, as

flow propagation and entrainment follow more complex mechanisms.

To advance debris-flow entrainment modelling, gaining a physical

understanding of the underlying mechanisms is crucial. Furthermore,

flow patterns such as roll waves need to be integrated in debris-flow

models to better separate the effects of flow erosivity from channel-

bed erodibility. The recent development of a two-phase version of

RAMMS (Meyrat et al., 2022) or other multi-phase models

(e.g., George & Iverson, 2011; Mergili et al., 2017) present a promising

opportunity for a more comprehensive examination of entrainment

and flow mechanisms, as well as the interactions with pore water in

the flow and channel bed. Nevertheless, because their application is

limited to scientific contexts, the insights acquired in debris-flow

physical processes and their simulation would require translation into

a more practical model.

5 | CONCLUSIONS

We developed a framework for estimating debris-flow entrainment

based on the shear stress of the flow and the wetness conditions of

the channel bed. The RAMMS debris-flow entrainment model gener-

ated satisfactory simulations of flow characteristics and the entrained

volumes for erosive debris-flow events characterized by single surges

with steep fronts. Likewise, when coupled with hydrological models

(SedCas and InfChan), this approach enabled accurate prediction of

channel-bed erodibility, albeit only for the events with simple hydro-

graph shapes. The resulting correlation between independently calcu-

lated water content and calibrated flow-path erodibility demonstrates

good agreement with both data derived from flume experiments and

field measurements, providing a solid basis for the formulation of

KÖNZ ET AL. 2961

 10969837, 2024, 10, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1002/esp.5868 by U

trecht U
niversity, W

iley O
nline L

ibrary on [20/08/2024]. See the T
erm

s and C
onditions (https://onlinelibrary.w

iley.com
/term

s-and-conditions) on W
iley O

nline L
ibrary for rules of use; O

A
 articles are governed by the applicable C

reative C
om

m
ons L

icense



practical application guidelines and the implementation of probability-

based risk assessment.

The presented framework is limited to single-surge events, as

events exhibiting more complex flow behaviour involve more intricate

interactions between the debris-flow body and the flow path. Conse-

quently, the erosional patterns for such events could not be explained.

Further research would be beneficial to understand the underlying

physical processes and to develop a practical model that incorporates

these additional flow and erosion mechanisms (e.g., roll-wave genera-

tion and deposition process) before investigating the role of flow-path

saturation conditions in these events.

Finally, the framework allowed for an investigation of future

trends in channel-bed saturation level and erodibility. We found that

under an extreme climate change scenario, future conditions in the

Illgraben catchment favour more substantial and erosive debris flows

in the winter and early spring, while dampening debris entrainment

during the main debris-flow season from May to October. These find-

ings provide an opportunity to incorporate the impacts of climate

change into the assessment of future debris-flow-related risks and,

consequently, into the formulation of mitigation strategies.
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